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18 (15)*)

22,5 (19,5)*)
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ø11

ø17
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Quick connector 0°, 
connector sleeve D = 9.8

P1 / P2 D 
(mm)

ESD No.

Steel; zinc-plated 10 / 10 9.81)
ESD

10 3 842 541 412

1) No standard hole in modular dimensions 40, 50 and 60
Target distance from profile end: 22.5 mm

Quick connector 0° P1 / P2 D 
(mm)

ESD No.

Steel; zinc-plated 8 / 8 11
ESD

10 3 842 535 459

8 / 10 11
ESD

10 3 842 535 464

10 / 10 17
ESD

10 3 842 535 458
Steel; stainless 8 / 8 11

ESD
10 3 842 548 934

8 / 10 11
ESD

10 3 842 548 935

10 / 10 17
ESD

10 3 842 548 936

Slot

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

8 / 8 500 N 40 Nm

8 / 10 2000 N 70 Nm

10 / 10 4000 N 140 Nm

*) With the use of a radial 
compensation

Slot

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

10 / 10 800 N 50 Nm

*) With the use of a radial 
compensation

22,5 (19,5)*)

00134859

10

P2

P1

ø9,8

 ▶ For the right-angled connecting of two profiles
 ▶ Excellent accessibility for tools during mounting
 ▶ O-ring for fixing allows overhead assembly
 ▶ Quick connectors can be pivoted into the profile slot 

at the mounting location
 ▶ Profile finishing:  

Blind hole DB11, DB17 or  
Through-hole D11, D17

 ▶ Note differing drilling intervals and load-bearing 
capacities when using with radial compensation 
(“Technical data” p. 18-12)

 
Optional accessories:

 ▶ Anti-torsion element (p. 3-44)
 ▶ Radial compensation (p. 2-84)
 ▶ Drilling jig (p. 14-2)
 ▶ Cover cap (p. 3-56)

Quick connector, 8/10 mm slot, 0°

ESD

8 10

37186
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6ø9,8 Nm
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D...
DB...
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 ▶ Quick connector 9.8 with smaller connector sleeve
 ▶ The hole for the connector sleeve does not make contact 

with the slot flanks. This permits a visually attractive 
connection; the slot can be completely closed with the 
cover profile
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18 (15)*)

22,5 (19,5)*)

ø11ø17P2

P1

810

8
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Quick connector 90°, 
connector sleeve D = 9.8

P1 / P2 D 
(mm)

ESD No.

Steel; zinc-plated 10 / 10 9.81)
ESD

10 3 842 541 410
1) No standard hole in modular dimensions 40, 50 and 60

Target distance from profile end: 22.5 mm

Quick connector 90° P1 / P2 D 
(mm)

ESD No.

Steel; zinc-plated 8 / 8 11
ESD

10 3 842 535 465

10 / 10 17
ESD

10 3 842 535 466
Steel; stainless 8 / 8 11

ESD
10 3 842 548 937

10 / 10 17
ESD

10 3 842 548 938

Slot

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

8 / 8 500 N 40 Nm

10 / 10 4000 N 140 Nm

*) With the use of a radial 
compensation

Slot

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

00111431

Fmax Mmax

Fmax

Fmax

Mmax

Mmax Mmax

66 88

88

88

1010

1010

1010

10 / 10 800 N 50 Nm

*) With the use of a radial 
compensation

Cover cap D  
(mm)

No.

11 100 3 842 551 040

17 100 3 842 551 042
Material: PE; signal gray RAL 7004

00134860

10

22,5 (19,5)*)

ø9,8P2

P1

 ▶ Tie rod head rotated at a 90° angle to the 
connector sleeve

 ▶ Profile finishing:  
Blind hole DB11, DB17 or  
Through-hole D11, D17

Optional accessories:
 ▶ Anti-torsion element (p. 3-44)
 ▶ Radial compensation (p. 2-84)
 ▶ Drilling jig (p. 14-2)
 ▶ Cover cap

Quick connector, 8/10 mm slot, 90° 
Cover cap
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37187
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